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A FLAT BOTTOM,_- 0% (TYP.) 74 | . APPROVAL OF THE SHOP DRAWING WILL BE REQUIRED ON PRECAST UNITS.
S LR R Nt A 2ol = 1y 1.5 3. CAST-IN-PLACE SEDIMENT & OIL TRAPS SHALL CONFORM WITH SECTION
¢ SR At < 477 609 - MINOR STRUCTURES OF THE CURRENT STANDARD SPECIFICATIONS.
’ SRR g b » [—7_‘ ALL REINFORCEMENT SHALL HAVE A MINIMUM CONCRETE COVER OF 2"
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(TYPICAL) %a MIN. 6" DIA. WITH MANHOLE TYPE C MANHOLES AND 30°FOR TYPE D MANHOLES.
MIN. 8" DIA. WITH MANHOLE TYPE D 5. THE BAFFLE SHALL BE INSTALLED SO THAT THE EDGES ARE WATER-
¥ MAX. 24" DIA. PIPE WITH MANHOLE TYPE C TIGHT TO THE STRUCTURE. THE GASKET SHALL BE MADE OF A WATER AND
BOTTOM ELEVATION - SECTION A-A MAX. 36" DIA. PIPE WITH MANHOLE TYPE D OIL RESISTANT MATERIAL.
¥ SEE NOTE NO. 4 6. STANDARD DRAWING E-7-C SHALL ACCOMPANY THIS DRAWING. REFER TO
, cos # = (OUTLET PIPE DIA.)+ 5")/MANHOLE DIA. 7. NOT TO SCALE.
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